Step-by-Step
Panther Ausf. A (early)
Finishing
German
Armor

Vol. 14

$1.95 USA

By Glenn Bartolotti

A complete Step-by-Step Guide to Painting and Finishing Armor Models and Figures

Step-by-Step
Panther Ausf. A (early)
Finishing
Vol. 14

German
Armor
By Glenn Bartolotti

A complete Step-by-Step Guide to Painting
and Finishing Armor Models and Figures
Bladerunner8u Production, © 2010
bladerunner8u@netscape.net

Copyright © 2010 by Glenn L. Bartolotti
All rights reserved. No part of this book may be reproduced or
transmitted in any form or by any means, electronic or by
mechanical, including photocopying, recording, or by any information
storage and retrieval system, without permission in writing from the author.
Printing is allowed by the purchaser only as reference and not mass production.

Materials Used

The materials I use are very easy to obtain and simple to use. Most are inexpensive and found at most all art supply stores.
Over the years I have learned to used these basic materials to obtain finishes that look very realistic. Consistency is very important and
following each steps is very important to obtain the desired finish.
You will notice that in none of the steps will you see the method of dry-brushing. I do not like to use this method as some armor modelers
do. I prefer a more subtle look in which I feel represents the look of a full scale armor vehicle.

The materials below were used to finish the 1 model in this volume.
Orderless synthetic turpentine
Micro Sol Decal setting solution
1 each No. 3 round paint brush
1 each No. 0 round paint brush
1 can generic flat grey spray primer
1 can Testors Model Master gloss spray
1 can Testors Model Master lusterless flat spray
Testors Model Master flat enamel paints-colors specified in text
Testors Model Master airbrush thinner
Model Color Vellejo acrylic paint
Brown
Yellow Ochre
Black
Artist oil paint
White
Raw Umber
Naples Yellow
Pastel Sticks
Yellow Ochre
Rust
Olive green
No. 2 Pencil
Note: Materials used for painting and weathering only.
The figures seen in some of the photos used more
paint colors than listed above.

The paint that will be used to
airbrush is model will be Testors
Model Master enamel paint: 2142
Flat White, 2005 Burnt Umber,
2102 Afrika Braun, 1785 Rust,
2091 Dunkelgrun, and 2007 Burnt
Sienna.

Panther Ausf. A (early)
In late August 1944, the 5th SS

division Wiking was ordered
to Modlin on the Vistula River
line near Warsaw where it
was to join the newly formed
Army Group Vistula. Fighting
alongside the Luftwaffe’s
Fallschirm-Panzer Division 1
Hermann Göring, the division
annihilated the Red Army 3rd
Tank Corps. The advent of the
Warsaw Uprising brought the
Soviet offensive to a halt, and
relative peace fell on the front
line as in Warsaw Higher SS
and Police Leader Erich von
dem Bach Zelewski destroyed
Warsaw with its civilians and
Home Army. The division
remained in the Modlin area for
the rest of the year, grouped
with the 3 SS Division Totenkopf
as IV SS Panzer Corps. Gille
was promoted to command
of the new SS Panzer Corps,
and after a brief period with
Oberführer Dr. Eduard
Deisenhofer in command,
Standartenführer Johannes
Mühlenkamp, commander of
the SS Panzer Regiment 5
Wiking, took command. Heavy
defensive battles around Modlin
followed for the rest of the year,
and in October, Mühlenkamp

was replaced by
Oberführer
Karl Ullrich.
Ullrich
would lead
the division for
the rest of the war.
In late December 1944, the
German forces, including
9th SS Mountain Corps,
defending Budapest were
encircled and the IV. SSPanzer Corps was ordered
south to join Hermann Balck’s
6th Army (Army Group
Balck), which was mustering
for a relief effort, code named
Operation Konrad.
Clear photo of a SS Wiking Panther Ausf A (early)
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1. The kit used is the Panther Ausf. A Early Type
Dragon Models (DML) Item No.: DML6160
It was built using Cavalier 1/35 scale resin zimmerit #CV134
Panther A (Tile Pattern) and Lion Roar’s photo etch update
set #LE35022. The tow cable was fashioned from using
braided wire purchased from a local home store.
Below you can see some battle damage I added, and dried
plant matter to show were it got hung on when driving
though a wooded area.
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2. The completed model is given a primer coat to cover
and protect the photo etch parts and give the model a
good base to start the paint process. I use a basic spray
can primer that can be purchased at the local home
store. This primer coat makes painting the steps much
easier because you get a smooth coat of color to allow
you to see all the areas that will be needed to be painted
in the steps used to shade and high light the model.
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3. The first step in the painting process is the pre-shade this is the darkest
shadow color. Burnt Umber is used in this step. What you are trying to
achieve in this is to make sure any areas that your light source cannot hit is
painted. You are for the most part adding artificial shadows. All the recesses,
corners, tracks, and under objects that stand off the tank. It is also best
achieved in some areas by painting the areas from under the tank as to just
paint under the objects.
.
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Next step in the painting process is
the Tracks. I thin 1785 Rust about
6/1 and spray it on the tracks as
close as possible not getting any
on other surfaces except the tracks.
Remember just get a hint of the
color on the tracks.

5. Next step in the painting process is the base coat this is the main color.
2102 Afrika Braun is used in this step. This paint is used as I feel it is a
better shade than Dunkelgelb because the later high-lighting and weathering
processes will change its shade anyway. What you are trying to achieve in
this step is to make sure you cover the areas that were not painted in the preshade painting.
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6. Next step in the painting process is the high-light. This is
the main color, 2102 Afrika Braun mixed with 2142 Flat White,
mix 3/1 to lighten the base color. You want to add enough
white to alter the base color and contrast is important in this
step. What you are trying to achieve is to make sure any areas
of your light source can hit is painted. This step will bring out
your tank’s details. Paint all the high spots, centers of any
panels and the tops of objects that stand off the tank. Once
again contrast is important!

7

7. Next step in the painting process is the 1st camo color.
2007 Burnt Sienna. This is the red brown (Rotbraun)
shade of the camo pattern. I like this shade best for the red
brown color. It is a good idea to practice first on some card
stock to get your airbrush zeroed in.

8. Next step in the painting process is the 2nd camo color. 2091
(Dunkelgrun). This is the green shade of the camo pattern.
It is a good idea to practice first on some card stock.
Below I added some Flat White to the Dunkelgrun to
high light the dark green.
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9. The model is now given a Testors clear gloss coat only in the areas
that the decals will be applied. I am using Echelon™ Decal set No.
AXT351015. Micro Sol is used to set and flatten the decals into the
cracks of the zimmerit. When the decals dry you may have to puncture
with a xacto knife blade tip any areas that don’t set down and then
reapply some Micro Sol.
When dry spray the tank with Testors clear lusterless flat.
I picked the paint camo scheme because it was used on a Panther
Early Ausf A from the Wiking SS Div., and also because the pattern was
somewhat unusual which I had never seen modeled before.
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10. Next the road wheels are painted with Tamiya TS-82 - Black Rubber.
Notice the wheel on the left has been painted. Yes I paint all the road wheels
on the model, if you can see it you can paint it, and if you can’t see it no one
else can either, so don’t worry about behind the road wheels and areas that
can’t be seen at all. Paint what you can see of the rear road wheels also.
Take your time!
The weathering wash will handle hiding any areas not touched or seen.

11. Next step in the painting process are the tools and equipment I paint
all tools and equipment on the tank before final weathering. In painting these
items study the way metal and wood looks in real life and add the colors
into your paint to really get a good contrasting look and make sure you use
various colors and shade as you can in each item. Most important don’t
paint items just one color or shade. I use acrylic paint but any paint you are
comfortable with will work. The metal items are painted in dark shades, they
will be treated with a metallic finish later.
I use German Black Brown Acrylic paint for the metal items.
If you miss a few tiny spots the raw umber wash will hide and blend the
items together.

12A. Next step is the wash.
First I brush the model with clean turpentine. I put a dab of raw umber oil paint on a pallet,
the oil paint is thinned with turpentine on the pallet and then applied to the model with a
small brush. I do not want the wash to coat the entire model, it is controlled just were I
want it. This is called a pin wash, apply to all of the surface details to create false shadows
around each one, and any excess wash is blended into the surrounding surface once dry.
I streak it down the sides like it would naturally, but care should be taken not to overdo
this...be subtle.
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12B. Once the body of the tank’s wash has
dried it is turned on its side and the road wheels
and hull sides are given a wash. It is put on its
side so the wash stays around the bolts and
details not allowing the wash to drain down to
the bottom of the wheels only. This gives all the
wheels a even effect all around.
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13. Next step is the effects. I use heavily thinned white artist oil
paint to give flat areas of the tank a look as though water that has
mixed with dust and dried on the surface.
I paint the area with clean turpentine as before. I put a dab of
white oil paint on a pallet, the oil paint is thinned with turpentine
on the pallet and then applied to the model with a small brush.
Blend well and be very subtle.
Other earth shade oil colors can be used in this step to add other
transparent glaze weathering effects.
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14. Next step in the weathering process is the paint
chips & scratches. I add chipped paint with raw umber
oil paint and a small brush. The key to chips are make
them small and without any pattern, keeping them on
the most abused edges and damaged areas. On older
damaged areas first paint the chip with burnt sienna,
then add the raw umber inside the chip so the sienna
borders the umber. Chips on the zimmerit will be a grey
color. Use common sense and remember that less is
more with chipped/worn areas, and think very small!
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15. Next step is pastel pigment weathering. I use pastels in the
same way you use pigments, but I make my own powder. The
pastels are $1.00 a stick at the art store and come in a large variety
of shades. I use a file to grind them into powder. I mix them with
turpentine on a pallet and apply them with a brush. The tracks get a
earth color thinned heavily with turpentine. Make sure you thin the
powder heavily because if not it will dry and cover to much of
the tracks, a little goes a long way!
Apply this mixture to the road wheels as well.

The spare tracks get pastel washes using shades of rust, brown,
and olive green pastel powder. Apply the rust shade first and then
add blotches of the brown and olive after. When the wash dries it
is quite convincing giving a good representation of weathered iron.
Add this same mixtures to the metal areas of the tools.
The muffler pipes get the same mixture of pastel powder as the
tracks but with more of the rust color added.
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16. Next step is metal accents
I use a no. 2 graphite pencil to add the metal accents to the
raised parts of the tracks. I also add this to the areas you can
see on the inner road wheels which rub on the outer wheels.
The pencil is also used on the metal tools. Just highlight the
edges of the tools and not the entire metal area.

Finished Model

Figure is from Alpine Miniatures

Finished Model

Stay Tuned!

Be on the look out for more Step-by-Step Armor Finishing!
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